
 

D i g i t i z e  s l i d e s
t h e  e a s y  w a y



Are you  faced  w i th  the  dec is ion  to

move  up  to  a  d ig i ta l  camera  but  you

don ' t  want  to  have  a l l  your  beaut i -

f u l  s l i des  get t ing  dusty  i n  arch i ve

boxes?  

Or  wou ld  you  l i ke  to  ma i l  out  p ic tures

f rom your  co l l ec t ion ,  make  correc-

t i ons ,  creat i ve  changes  or  pr in tout

large  cop ies?  The  S l ideScan  4000 is

the  per fect  so lu t ion .  

The  MULT IMAG-S l ideScan  4000 f rom

BRAUN o f fers  to ta l  compat ib i l i t y ,

mak ing  i t  poss ib le  to  batch  scan  35

mm s l ides  f rom s i x ( ! )  d i f f e rent  maga-

z ine  t ypes .

I t  i s  su i ted  for  scann ing  f rame 

mounted  s l i des  or  negat i ves  (co lour

or  B/W).  

No matter  how many  s l i des  you  have ,

the  S l ideScan  4000 is  equa l l y  qua l i -

f i ed  for  every  task .  Whoever  wou ld

l i ke  to  once  in  a  wh i l e  scan  in  a  s l i de

can  ind i v idua l l y  focus  on  the  proces-

s ing  o f  a  s ing le  p ic ture .  When i t

comes to  a  l a rger  i nventory  you  can

save  va luab le  t ime by  emp loy ing  the

batch  process ing  opt ion  wh ich  a l l ows

you  to  automat ica l l y  scan  in  up  to

100 s l i des  per   operat ion .  And once

the  process ing  star ts ,  no  add i t i ona l

i n tervent ion  i s  requ i red !  Stor ing  the

data  i n  a  fo lder  you  spec i f y  i s  done

for  you  by  the  S l ideScan  4000.

The  scann ing  sequence  (consecut i ve )

i s  o f  course  programmab le .  The  d ig i -

t i z i ng  o f  your  s l i des  becomes an

uncompl i cated  process  through  the

user - f r i end l y  so f tware .  

On  the  dev ice  there  are  but tons  for

contro l l i ng  forward  and  backward

transport  as  we l l  as  a  s tar t  but ton

for  a  d i rect  scan  operat ion .

An  in tegrated  pre -v iewer  on  the  con-

t ro l  pane l  i s  prov ided  to  a l l ow you  to

look  a t  your  s l i des  be fore  s tar t ing

the  operat ion .

Damage to  your  prec ious  s l i des

dur ing  the  scann ing  operat ion  i s  pre-

vented  by  our  ant i -b lock ing  system

(ABS)  wh ich  automat ica l l y  protects

the  s l i des  as  we l l  as  the  mach ine .

A f ter  the  scann ing  process  comple-

tes  you  can  s imp ly  and  comfor tab l y

remove  s ing le  s l i des  by  means o f  the

s l ide  l i f t .

The  techn ica l  spec i f i ca t ions  o f  the

S l ideScan  4000 inc lude  an  opt i ca l

reso lu t ion  o f  3600 x  3600 dp i  and  

a  co lour  depth  o f  48 b i ts  the  scan

qua l i t y  i s  very  h igh .  A  pre -w iev  o f  

the  scan  can  be  seen  on  the  montor

in  fewer  than  15 seconds.  Thanks  to

USB2 and F i reWire  i n ter faces  a  fast

data  t ransmiss ion  f rom the  scanner

to  the  computer  i s  poss ib le .

Some add i t i ona l  i tems are  prov ided

as  par t  o f  the  package  content :

You  get  the  dr i ver  for  Windows and

Mac as  we l l  as  Adobe Photoshop 

E lements  2 .0  for  conven ient  fur ther

process ing  o f  the  scanned p ic tures .

To  enab le  you  to  manage and  u l t ima-

te l y  pro fess iona l l y  present  your  d ig i -

ta l  photos  the  PC vers ion  o f  Adobe

Photoshop A lbum is  a lso  prov ided .

How does the ICETM

process work?
How can  a  scanner  recogn i ze

whether  a  b lack  po in t  i n  a

b lue  sky  i s  a  dust  par t i c le ,

wh ich  must  be  removed by

retouch ing ,  or  a  b i rd  f l y i ng

across  the  hor i zon?  S imp ly

look ing  at  the  p ic ture  w i l l  

not  be  apparent .  However ,  

i t  i s  probab l y  ascerta inab le

through ana l ys is  o f  the  f i lm

mater ia l .

The  ICETM ( Image Correct ion

& Enhancement )  dust  and

scratch  correct ion  process  

is  not  a  so f tware  funct ion  

as  many  users  be l i eve .  Much

more  than  th is ,  an  ICETM

scanner  d i f f e rs  f rom a  f i lm 

scanner without ICETM through

hardware  mod i f i ca t ion !  With

an  ICETM scan  an  add i t i ona l

l i ght  source  is  emp loyed  -

name ly  one  wh ich  operates  

on  an  in f rared  bas is .

An  in f rared  beam touches

the  sur face  o f  the  inser ted

med ia .  A  negat i ve  or  a  pos i -

t i ve  usua l l y  has  a  smooth ,

s l i ppery  sur face .  The  in f rared

beam f inds, however,  "va l leys"

(scratches ,  grooves)  and

"peaks "  (dust  par t i c les ,  f i n -

gerpr in ts ,  e tc . )  on  the  p ic -

ture  sur face .  When such  a

va l l ey  or  peak  i s  detected  i t  

is corrected by corresponding

so f tware  w i th  i n format ion

f rom the  p ic ture  p i xe ls  i n  the

immed iate  area  around the

de fect .

Digitize slides 
the easy way

6 Magazine types 
� Paximat straight magazine 
� Paximat circular magazine
� Paximat compact magazine
� Universal magazine 
� CS magazine
� LKM magazine 

The  S l ideScan  4000 can  feed  th is  many  s l i des  in  a  s ing le  pass

En largements  o f  ex t racted  photo  segments  are  not  a
prob lem w i th  a  reso lu t ion  o f  3600s x  3600 dp i  
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T e c h n i c a l  s p e c i f i c a t i o n s :

Image sensor :  L inear  co lour -CCD 

Co lour  depth :  48 b i ts  

Opt ica l  reso lu t ion :  3600 x  3600 dp i  

L ight  source :  LED (non-destruct i ve  to  med ia )

Scan  pre -v iew ing :  15 seconds 

Scann ing  speed:  approx .  60 sec .  (co lour  scan  at  1800 dp i  w i thout  ICETM)  

or  approx .  120 sec .  (co lour  scan  at  3600 dp i  w i thout  ICETM)  

Scann ing  area  max . :  37.5 x  37.5 mm 

Dens i t y :  3 .4  Dmax 

Batch  process ing :  D i rect  f rom s i x  d i f f e rent  s l i de  magaz ine  systems 

PC in ter face :  F i reWire /USB 2.0 

Connect ions :  F i reWire  ( IEEE1394)  and  1  x  USB 2.0 

S l ide  pre -v iew ing :  bu i l t - i n ,  back l i t  v i ew ing  w indow 

S l ide  ed i tor :  S l i de  l i f t  w i th  so f t -brak ing  act ion  

Fast  scan :  But ton  located  on  the  dev ice  

Ant i - l ock  system:  ABS-c lu tch  

S l ide  t ransport :  Forwards/Backwards  but ton  

Weight :  2 .9  kg

D imens ions :  300 x  290 x  125 mm o f  (L  x  W x  H)  

System requ i rement :  PC:  Pent ium I I I  o r  h igher ,  

At  l east  256 MB o f  RAM (512 MB recommended) ,  

Microso f t  Win2000 or  h igher

Mac:  Mac OS 10.1.5 or  h igher  

Package  content : Scanner ,  power  supp l y ,  USB cab le ,  F i reWire  cab le ,  

i nstruct ion  manua l ,  Adobe Photoshop E lements ,    

Adobe Photoshop Album (PC), Cyberview scanning software

Opt iona l :  Pro fess iona l  S i l verFast  scanning software

0094500264 GB/04.05 Sub ject  to  a l terat ion

Kohlenhofstrasse 3

D-90443 Nürnberg

Phone +49(0)911-3206-0

Fax +49(0)911-3206-129

www.braun-phototechnik.de

post@braun-phototechnik.de
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